SmartOxy WG

the smartest oxymeter with optical probe

SmartOxy is the solution proposed by Tecnos for the agile and safe
measurement of the water quality of your plant.

In its basic version it mounts a high precision optical
oxygen probe compensated even under pressure
through the integrated sensor and thanks to the
convenient connector and the special automatic
recognition software itis possible to connect

additional types of probes in order to measure
all the parameters you need. This feature
allows you to concentrate all the
measurements on a single database
optimizing the post-analysis operations of the
data as well as a significant economic saving
as a single instrument is able to measure
different parameters.

The smartoxy comes with IP67 protection
degree and with a shock resistance to the
most demanding uses.
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Smartoxy manages the remote storage of the
measurements by connecting to any modem, thanks to
WIFI technology.

The Cloud Server, fishcontrol.com, where you can view
fox and analyze all the measurements done divided by tank,

=== =% can be accessed from any Internet location through a

: reserved area , which can be accessed via login.

Moreover, using the NFC antenna, the instrument is able

to configure and detect tags positioned on the tank
edge.

This function allows the user to quickly and safely

identify the measurement aquisition tank and therefore to

manage large systems with a single instrument.
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The SmartOxy follows wireless philosophy, infact, it has inside 3 different types of antenna:

Ql antenna: allows to recharge the lithium battery simply by placing the smartoxy on its charging
pad provided in the package, eliminating the need to replace batteries or open caps by
connecting cables and thus increasing the degree of resistance to humid and saline
environments.

Wi-Fi antenna: allows to internet connection of the device for the automatic sending of data to the
remote database www.smartoxy.it and software updates.

NFC antenna: allows to recognition of the measuring point through the reading of contactless
TAG.
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OxyWiFi unit doesn't require any sort of installation or
connection because it works through wireless data
transmission. This way, the user can autonomously realize a

complete, safe and cheap monitoring system, ready to be
used.

e Intelligent stand-alone unit for automatizing and monitoring of a
single tank or multi tank

XC* Simultaneous management of oxygen, temperature and many more
types of probes

X Output ports for a oxygenator, electrovalve control or feeder
X Alert output port

XC* No need data cable, it useWiFi connection between OxyWiFi unit and
the central station

(s Automatic Internet data uploading to Fishcontrol cloud portal for a
easy remote managing and monitoring

X' GPS

X'- Internal modem with sim card for standalone works in remote
location

e Optional: Digital flowmeter to manage the oxygen consumption
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Oxywifi units read data from connected probes showing them value on display,
and after mix and filter process, it control oxygen dissolution systems activation and
alarms trigger.

Each unit is connected to a central station (CS) and Internet through WiFi connection.

Central station software and FishControl cloud portal provides following capabilities:

- Real-time displaying of monitored values (dissolved oxygen, temperature, etc.)

- Monitored values storage and graphic processing

- Alarm set-point setting and activation setting for planned and automatic intervention
valves, oxygen machines, pumps

- Detected alarms storage and management

- Feeder managing

Oxywifi can be integrated with solenoid valves in a compact box to easy manage and
control becoming OxyWifi Plus
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